
PUMPING STATION FOR  

Dry run protection

Pumps stop

Pumps start

Pump sump bottom

HDPE SDR 17, PE100

DISTRIBUTION

s
t
a

i
n

l
e

s
s
 
s
t
e

e
l
 
W

 
1

.
4

4
0

4

s
t
a

i
n

l
e

s
s
 
s
t
e

e
l
 
W

 
1

.
4

4
0

4

From working zone 

CHAMBER

RECEIVING/

LEACHATE RETENTION TANK

LEACHATE RETENTION TANK

EM

EM

PROCESS WASTEWATER

jet aerator jet aerator

jet aerator jet aerator

(MBR,waste sorting etc)

Mechanical 

LEACHATE TREATMENT

treatment

(2 stage filters)

RO

treatment

(1 stage units)

To Pumping Station 

for recirculation

To recipient

To Pumping Station 

for recirculation

RO

treatment

(2 stage units)

RO

treatment

(3 stage units)

(concentrate)

PUMPING STATION FOR LEACHATE 

Dry run protection

Pumps stop

Pumps start

Pump sump bottom

HDPE SDR 17, PE100

s
t
a

i
n

l
e

s
s
 
s
t
e

e
l
 
W

 
1

.
4

4
0

4

s
t
a

i
n

l
e

s
s
 
s
t
e

e
l
 
W

 
1

.
4

4
0

4

RECIRCULATION

EM

EM

From LTP 

(1st stage of RO concentrate)

To landfill

From LTP Mechanical 

treatment

LEACHATE PUMPING STATION

Dry run protection

Pumps stop

Pumps start

Pump sump bottom

s
t
a

i
n

l
e

s
s
 
s
t
e

e
l
 
W

 
1

.
4

4
0

4

s
t
a

i
n

l
e

s
s
 
s
t
e

e
l
 
W

 
1

.
4

4
0

4

From landfill's cassette 

H
D

P
E

 
S

D
R

 
1

7
,
 
P

E
1

0
0

Dry run protection

Pumps stop

Pumps start

Pump sump bottom

s
t
a

i
n

l
e

s
s
 
s
t
e

e
l
 
W

 
1

.
4

4
0

4

s
t
a

i
n

l
e

s
s
 
s
t
e

e
l
 
W

 
1

.
4

4
0

4

LEACHATE PUMPING STATION

From landfill's cassette 

H
D

P
E

 
S

D
R

 
1

7
,
 
P

E
1

0
0

PROCESS WASTEWATER AND LEACHATE - HYDRAULIC SCHEME

Process wastewater and leachate - Hydraulic scheme
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